Arrangement for fastening a grinding segment 



Patent number: 
Publication date 
Inventor: 
Applicant: 
Classification: 
- International: 
• european: 



DE3413890 
1984-10-31 

SAERKELAE RAIMO (Fl) 
TAMPELLA OY AB (Fl) 



D21B1/12 
D21B1/14 

Application number: DE1 984341 3890 19840412 
Priority number(s): FI19830001430 19830427 



Abstract of DE3413890 

The fastening arrangement for the grinding segment (1 ) is 
intended especially for fastening a grinding segment, used in 
the production of ground wood pulp, to the backing body (4) 
of a grinding element. The arrangement comprises a first 
clamping element, such as bolt (3) with connection elements, 
such as head (16) and thread (13), by which the bolt is 
connected to the backing body (4) of the grinding element 
and accordingly to the grinding segment or segments (1) in 
order to produce the clamping force. To remove the change 
in clamping force on account of a change in temperature or 
to change the clamping force in the opposite direction, the 
arrangement comprises a second clamping element (2, 7). 
The second clamping element can be a plate (2) and/or a 
sleeve (7) which is arranged between the body of the 
connection element and/or the connection element and the 
grinding segments. The effect of the change in temperature 
on the length of the second clamping element (2, 7) in the 
direction of the clamping force causes a change in the 
clamping force between the backing body (4) and the 
segments (1 ), which change is opposed to the change of the 
clamping force which arises through the effect of the same 
change in temperature on the length of the bolt (3). 
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